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1. Company Description 
  

Performance, Value and Innovation are the philosophy of TEC artec.  
 
Since two decades, the management gains knowledge and experiences to develop and manufacture 
industrial auxiliary equipment in the range of Power plants, gas and oil as well as in the petro chemistry area.  
Closeness to costumers and a sure feeling for the national but also for the international market causes our 
permanent innovation. Established product lines will be optimized.  
 
Innovative products und patents, such as a stark metal sealing Gas – Shut off and control gate valve, can be 
deployed and installed everywhere, because of its independent wireless and solar operation.  
We are located in Oranienburg, which is approximately 15 km north of Berlin. 
 
Certificates: DIN EN ISO 9001:2008, DIN 3834-2, guideline 97/23/EG 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Welding procedure qualification: Class of material 1, 6 and 8 (e.g. P91) 
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2. Ball Valves 
  

 
 
 

artec shut-off and control ball valves 
 
soft and metallic sealed   Product label 

DN 25 - 500 PN 16 - 250 Tmax. 650°C artec-N 

 
metallic sealed  

DN 25 - 600 PN 100 - 420 Tmax. 200°C artec-P 

 
ceramic sealed  

DN 25 - 200 PN 6 - 16 Tmax. 140°C artec-K 

 
 

variTEC shut-off- und control ball valves 
 
Soft and metallic sealed  

DN 25 - 500 PN 10 - 250 Tmax. 200°C variTEC 

 

 
Pipeline ball valves 
 
Soft and metallic sealed  

DN 600 - 1400 PN 100 Tmax. 200°C pipeTEC 

 
 

Gas station ball valves 
 
Metallic sealed  

DN 10 - 25 PN 420 Tmax. 200°C gasTEC 
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artec-N 
 

Design variants 
Actuation:     - Manual actuation 

       - With attachment flange DIN ISO 
   5211 for 

• Electric drive 

• Pneumatic drive 
- Flange connection or welding socket piece 
- ANSI design 
- Soft sealed with PTFE insert in the valve seat 
- Pure metallic sealed plasma nitrided or with a 

wear resistant wolfram carbide coating of ball 
and valve seat 

 
 

 
Other material variants are possible 
 
 

Soft or metallic sealed shut-off and control ball valves  
  DN 15 to 400 / to PN64 (1/2“ - 16“ / Class 400) 

  
 
  
   
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
  
      
 
        
  
    
   
        
 
 
 
 
 
         
    
 
 
 
 
 

Design features 
- Three-part housing 
- Control characteristic equal-percentage or 
linear 

- Tightly sealing on both sides 
- Shaft secure against blowing out 
- Trunnion-mounted ball 
- Zero maintenance shaft seal 
 
 
 
 
 Materials 

1.  Housing C22.8 

2.  Housing connection C22.8 

3.  Flange bearing C22.8 

4.  Packing housig C22.8 

5.  Selector shaft 1.4122 

6.  Ball 1.4122 

7.  Valve seat 1.4122 

8.  Regelscheibe 1.4122 

 

Technical data 
Nominal diameter: DN 15 to 400 
Pressure ratings: to PN 64  

(PN 100 possible) 
Perm. operating temp.: -10°C to 650°C 
   

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Operating or differential pressure 
 - Actuation type 
 - Pipe connection 
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artec-N 
  

Dimension sheet:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

DN Size PN E F L Weight  

   mm mm mm kg 

15 ½“ 64 105 220 210 10 

20 ⅜“ 64 105 220 230 15 

25 1“ 64 105 220 230 20 

32 1¼“ 64 105 220 260 25 

40 1½“ 64 130 220 260 30 

50 2“ 64 130 220 300 40 

65 2½“ 64 190 302 340 50 

80 3“ 64 190 302 380 80 

100 4“ 64 237 320 430 100 

125 5“ 64 237 320 500 150 

150 6“ 64 358 393 550 300 

200 8” 64 358 393 650 800 

250 10“ 64 596 653 775 1000 

300 12“ 64 596 653 900 1300 

350 14“ 64 596 653 - - 

400 16“ 64 596 653 - - 
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artec-P 
 

Design variants 
- Actuation:     - Manual actuation 

- With attachment flange as per DIN ISO 
5211 for  

• Electric drive 
• Pneumatic drive 

- ANSI design 
- Flange connection or welding socket piece 
- Customer-specific control characteristic 

 
Other material variants are possible   
     

 

High-pressure control and shut-off ball valve with metallic sealing  
  DN 15 to 400 / PN 64 to 250 (1/2“ - 16“ / Class 400 - 1500) 

  
 
  
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
  
         
 
        
  
      
        
 
 
 
 
 
         
    
 
 
 
 
 

Design features 
- Two- or three-part housing 
- Control characteristic equal-percentage or 
  linear  
- Tightly sealing on both sides 
- Shaft secure against blowing out 
- Trunnion-mounted ball 
- Zero maintenance shaft seal 
  via Viton O-ring 
- Ball and valve seat with wear resistant wolfram carbide 
coating 
  
 Materials 

1.  Housing C22.8 

2.  Housing connection C22.8 

3.  Flange bearing C22.8 

4.  Packing housing C22.8 

5.  Selector shaft 1.4122 

6.  Ball 1.4122 / WCB 

7.  Valve seat 1.4122 / WCB 

8.  control disk 1.4122 

 

3

2

6

7

1

45

8

Technical data 
Nominal diameter: DN 15 to 400 
Pressure ratings: PN 16 to 250  
 (PN 400 possible) 
Temperatures: -10°C to 200° 
 (450° upon request) 
 

Tests 
100% testing of the valve, documented with serial 
number and test certificate 
Sour gas certification 
 
 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Operating or differential pressure 
 - Control characteristic 
 - Actuation type 
 - Pipe connection 
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artec-P 
 

 

Dimension sheet:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
PN 100 
 
 
 
 
 
 
 
 
 
 
 
 
PN 250 
 
 
 
 
 
 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg  

150 6“ 559 559 152 237 249 208 152 
200 8“ 660 660 203 277 297 378 295 
250 10“ 787 787 254 314 337 560 420 
300 12“ 838 838 305 355 378 824 663 
350 14“ 889 889 337 381 400 1080 923 
400 16“ 991 991 387 427 448 1714 1434 
450 18“ 1092 1092 438 460 492 2120 1830 
500 20“ 1194 1194 489 500 538 2664 2250 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg 

150 6“ 705 705 146 333 300 400 330 
200 8“ 832 832 194 388 350 735 615 
250 10“ 991 991 241 446 427 1120 925 
300 12“ 1130 1130 289 503 470 1550 1300 
350 14“ 1257 1257 318 569 522 1915 1600 
400 16“ 1384 1384 362 629 598 2350 1950 
450 18“ 1537 1537 407 680 650 3300 2750 
500 20“ 1664 1664 454 725 692 4455 3715 
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artec-K 
 

Design variants 
Actuation:     - Manual actuation 
  - With attachment flange as per  
    DIN ISO 5211 for 

• Electric drive 
• Pneumatic drive 

- Customer-specific control characteristic 
- complete HALAR coating 
 

 
Other material variants are possible 
e.g. zirconium oxide 
 

Control and shut-off ball valve with ceramic sealing 
  DN 25 to 300 / PN 16 

 
  
  
  
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
   
  
      
 
        
  
      
        
 
 
 
 
 
         
    
 

Design features 
- Three-part housing 
- Control characteristic equal-percentage or 
   linear  
- Tightly sealing on both sides 
- Shaft secure against blowing out 
- Trunnion-mounted ball 
- Zero maintenance shaft seal 
  via Viton O-ring 
 
 
 Materials 

1.  Housing 1.4462 

2.  Housing connection 1.4462 

3.  Flange bearing 1.4462 

4.  Packing housing 1.4462 

5.  Selector shift 1.4462 

6.  Ball Al2O3 

7.  Valve seat Al2O3 

8.  Control disk Al2O3 

9.  Housing insert Al2O3 

 

Technical Data 
Nominal diameter: DN 25 to 300 
Pressure ratings: PN 16 
Temperatures : -10 °C to 140 °C 
 

26

84519

7 3

Tests 
100% testing of the valve, documented with 
serial number and test certificate 
 
 
Your order should contain the following 
information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Operating or differential pressure 
 - Control characteristic 
 - Actuation type 
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artec-K 
  

Dimension sheet:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

DN Size PN E F L Weight  

   mm mm mm kg 

15 ½“ 16 50 112 130 5 

20 ⅜“ 16 50 112 150 8 

25 1“ 16 50 112 160 12 

32 1¼“ 16 50 112 180 17 

40 1½“ 16 75 110 200 25 

50 2“ 16 75 110 230 34 

65 2½“ 16 95 157 290 45 

80 3“ 16 95 157 310 56 

100 4“ 16 128 189 350 70 

125 5“ 16 128 189 400 85 

150 6“ 16 194 260 480 140 

200 8” 16 194 260 600 190 

250 10“ 16 194 260 730  

300 12“ 16 194 260 850  
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variTEC 
 

Design variants 
Actuation:     - Manual Actuation 

       - With attachment flange DIN ISO 
   5211 for 

• Electric drive 

• Pneumatic drive 
- Flange connection or welding socket piece 
- Housing full welded 
- Installation under ground because of PUR-
coating 

- Spindle extension 
- Control and drainage pipe line with blow-out 

 
 

Other material variants are possible 
 

 

Three-part control ball valve with soft and metallic sealing 
DN 25 to 500 / PN 10 to 250 (1/2“ - 20“ / Class 150 - 1500) 
  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
   
   
       
 
               
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Design features 
- Three-part housing 
- Control characteristic, linear or equal-percentage 
- Tightly sealing on both sides 
- Open for flow on both sides 
- Shaft secure against blowing out  
- Trunnion-mounted ball 
- Zero maintenance shaft seal 
  via Viton O-rings 
- Double Block and Bleed 
- Double Piston Effect 
 
 Materials 

 1.  Housing C22.8 

 2.  Housing connection C22.8 

 3.  Plain bearing half liner C22.8 

 4.  Packing housing C22.8 

 5.  Selector Shaft 1.4122 

 6.  Ball 1.4122 

 7.  Valve seat 1.4122 

 8.  Control disk 1.4122 

 9.  Connection flange C22.8 

10. DU-Bearing DU 

 

Technical Data 
Nominal diameter: DN 15 to 500 
Pressure ratings: PN 10 to 250 
Temperatures : - 40°C to 450 °C 
 

Testing 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following 
information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Control characteristic 
 - Actuation type 
 - Pipe connection 
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variTEC 
  

Dimension sheet:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
PN 100 
 
 
 
 
 
 
 
 
 
 
 
 
PN 250 
 
 
                    

 
 
 
 
 
 
 
 
 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg  

150 6“ 559 559 152 237 249 208 152 
200 8“ 660 660 203 277 297 378 295 
250 10“ 787 787 254 314 337 560 420 
300 12“ 838 838 305 355 378 824 663 
350 14“ 889 889 337 381 400 1080 923 
400 16“ 991 991 387 427 448 1714 1434 
450 18“ 1092 1092 438 460 492 2120 1830 
500 20“ 1194 1194 489 500 538 2664 2250 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg 

150 6“ 705 705 146 333 300 400 330 
200 8“ 832 832 194 388 350 735 615 
250 10“ 991 991 241 446 427 1120 925 
300 12“ 1130 1130 289 503 470 1550 1300 
350 14“ 1257 1257 318 569 522 1915 1600 
400 16“ 1384 1384 362 629 598 2350 1950 
450 18“ 1537 1537 407 680 650 3300 2750 
500 20“ 1664 1664 454 725 692 4455 3715 
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pipeTEC 
 

Design variants 
- Actuation:     - Manual actuation 

- With attachment flange as per  
  DIN ISO 5211 for 

• Electric drive 

• Pneumatic drive 
- Flange connection or welding socket piece 
- Installation under ground because of PUR-
coating 

- Spindle extension 
- Single Piston Effect 
- Control and drainage pipe line with blow-out 

 
 

 
Andere Werkstoffvarianten möglich 

Full-welded pipeline ball valve with soft and metallic sealing 
  DN 300 to 1400 / PN 100 to 400 (12“ - 56“ / Class 600 - 2500) 

 
 

  
 
  
   
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
       
      
        
 
 
 
 
 
            
 
 
 
 
 
 
 

Design features 
- soft or pure metallic sealed 
- Full-welded housing 
- Open for flow on both sides 
- Tightly sealing on both sides 
- Shaft secure against blowing out 
- Trunnion-mounted ball 
- Zero maintenance shaft seal 
  via Viton O-ring 
- Double Block and Bleed 
- Double Piston Effect 
- API 6D 
- ANSI B 16.34 

   

 Material 

1.  Housing ASTM A 350 LF2 

2.  Selector Shaft ASTM A 350 LF2 + NiCr 

3.  Ball ASTM A 350 LF2 + NiCr 

4.  Valve seat ASTM A 350 LF2 + Ni 
 

Technical data 
Nominal diameter DN 300 to 1400 
Pressure ratings PN 100 to 400 
Perm. operating temp.: - 50°C to +120°C 
 
 

Tests 
100% testing of the valve, documented with 
serial number and test certificate as per EN 
10204 
 
Your order should contain the following 
information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Control characteristic 
 - Actuation type 
 - Pipe connection 
 - Pipe cover 
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pipeTEC 
 Dimension sheet:  

 
PN 100 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
PN 250 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PN 400 
Upon request 
 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg  

150 6“ 559 559 152 237 249 208 152 
200 8“ 660 660 203 277 297 378 295 
250 10“ 787 787 254 314 337 560 420 
300 12“ 838 838 305 355 378 824 663 
350 14“ 889 889 337 381 400 1080 923 
400 16“ 991 991 387 427 448 1714 1434 
450 18“ 1092 1092 438 460 492 2120 1830 
500 20“ 1194 1194 489 500 538 2664 2250 
550 22“ 1295 1295 540 558 583 3250 2760 
600 24“ 1397 1397 591 615 615 4092 3550 
650 26“ 1448 1448 635 640 650 5150 4460 
700 28“ 1549 1549 686 675 690 5800 5420 
750 30“ 1651 1651 737 733 749 7083 6450 
800 32“ 1778 1778 781 783 815 9137 8330 
850 34“ 1930 1930 832 830 863 11150 9850 
900 36“ 2083 2083 876 905 892 11549 10690 
1000 40“ 2000 1900 978 943 955 14355 13210 
1050 42“ 2100 1950 1022 982 1013 16975 15230 
1100 44“ 2200 2050 1075 1030 1060 18550 17100 
1200 48“ 2400 2180 1168 1105 1135 22990 20800 
1400 56“ ----- 2385 1362 1254 1290 ----- 31800 

DN Size L / RF L / BW A E F Weight  Weight  
  mm mm mm mm mm RF/kg BW/kg 

150 6“ 705 705 146 333 300 400 330 
200 8“ 832 832 194 388 350 735 615 
250 10“ 991 991 241 446 427 1120 925 
300 12“ 1130 1130 289 503 470 1550 1300 
350 14“ 1257 1257 318 569 522 1915 1600 
400 16“ 1384 1384 362 629 598 2350 1950 
450 18“ 1537 1537 407 680 650 3300 2750 
500 20“ 1664 1664 454 725 692 4455 3715 
550 22“ 1692 1692 500 785 764 5545 4625 
600 24“ 1943 1943 544 858 817 6660 5540 
650 26“ 2070 2070 590 918 878 8460 7000 
700 28“ 2198 2198 635 973 969 9650 8020 
750 30“ 2300 2300 680 1018 1015 11620 9690 
800 32“ 2400 2400 725 1083 1075 13220 11000 
850 34“ 2550 2550 771 1140 1133 16200 13500 
900 36“ 2700 2700 816 1195 1190 18880 15900 
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gasTEC 
 

Design variants 
Actuation:     - Manual actuation 

       - With attachment flange DIN ISO 
   5211 for 

• Electric drive 

• Pneumatic drive 
 
 

Other material variants are possible 
 
 
       
       
   

 

Gas station ball valve 
  DN 15 to 50 / PN 400 (1/2“ - 2“ / Class 2500) 

 
 

  
   
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
    
       
      
        
 
 
 
 
 
             
  
    
 
 
 
 
 

Design features 
- Open for flow on both sides 
- Tightly sealing on both sides 
- Shaft secure against blowing out 
- Trunnion-mounted ball 
- Build-up flange DIN ISO 5211 
- Zero maintenance shaft seal 
  via O-ring 
- Connection to NPT-thread 
 
  
 
 
  Materials 

1.  Housing 1.4571 

2.  Housing connection  NPT 

3.  Packing housing 1.4571 

4.  Selector shaft 1.4571 

5.  Ball 1.4571 

6.  Valve seat PEEK 

 

Technical data 
Nominal diameter: DN 15 to 50 
Pressure ratings: PN 400 
Perm. operating temp.: - 60°C to 150 °C 
to 200.000 operating cycles 
 
 

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following 
information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Control characteristic 
 - Actuation type 
 - Pipe connection 
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gasTEC 
 Dimension sheet:  

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN Anschluss   L/ E F Weight  
   mm mm mm /kg 

10 3/8“-NPT  110 237 249 2,7 
15 1/2“-NPT  110 277 297 3,8 
20 3/4“-NPT  120 314 337 5,6 
25 1“-NPT  130 355 378 8,3 
30 1 1/4“-NPT   160 381 400 10,1 
40 1 1/2“-NPT   190 414 422 13,0 
50 2“-NPT  230 455 449 16,0 



   

TEC artec valves GmbH & Co. KG  *  Am Heidering 7a  *  16515 Oranienburg  *  03301 / 20 32 - 60  *  ww w.tec-artec.de 

 

      

           

 

3. Slide Valves 
  

 

  TECgate gas slide valve 
 
Pure metallic sealed without oil  product label 

DN 50 - 400 PN 4 - 100 Tmax. 70 °C TECgate 

 
Rotary slide valve 

DN 25 - 50 PN 4 - 100  Tmax. 70 °C TECgate – D 

 
Pure metallic sealed with 1 or 2 blowouts (rotary slide valve) 

DN 50 – 400 PN 4 – 100  Tmax. 70°C TECgate - ABL 

 
Branch or slider valve groups 

DN 50 – 400 PN 4 – 100  Tmax. 70°C TECgate - ASG 

 
Shut-off slide valves – technical description 
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TECgate  

 

Design variants 
Actuation:       - Manual actuation (via installed fittings,  
       gears) 
    - With attachment flange as per DIN  
       ISO5211 for  

• Electric drive 

• Pneumatic drive 
-  With flanges or welding socket pieces 
-  With PE welding socket pieces 
-  Dirt protection 
-  Isolation respectively ground protection plate 
-  Complete PUR-coating for Installation under ground 
 
Other material variants are possible 

 
 

         
        

 

Shut-off and control slide valve with metallic sealing, without oil filling 
DN 50 to 400 / PN 4 to 100 

 
 
 
  
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
         
      
        
 
 
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Design features 
- Fully welded housing 
- Metallic sealing 
- Open for flow on both sides  
- Housing interior without oil filling 
- Tightly sealing 
- No frictional wear during moving of the 
  sliding plate 
- with back seal, replacing of the 
  spindle seal is possible while under pressure 
  (patented) 
- Double block and bleed 
 

 Material 

1. Housing P235GH 

2. Spindle X20Cr13 

3. Spindle nut CuA110Fe3Mn2F60 

4. Slider plate P235GH hardened 

5. Valve seat P235GH hardened 

6. Connection parts P235GH  

 

Technical Data  
Nominal diameter: DN 50 to 400  

 (DN500 and DN600 upon request) 
Pressure ratings: PN 4 to 100 
Temperatures: -10°C to +70 °C 
DVGW-Admission 

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Pipe connection piece shape 
 - Pipe cover 
 

 

3

2

1

4

6

5
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TECgate  

 Dimension sheet: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

DN 
 

PN L H1 H2 VKT Weight U/Hub 

   mm mm  kg  
50 4-25 292 220 139 14,3 37 14 
50 40-100 292 230 145 17,3 52 14 
80 4-25 356 268 198 17,3 59 20 
80 40-100 356 268 205 17,3 85 20 

100 4-25 432 305 255 17,3 105 25 
100 40-100 432 293 282 19,3 119 21 
150 4-25 559 350 368 17,3 186 30 
150 40-100 559 420 390 24,3 268 30 
200 4-25 660 473 526 24,3 312 38 
200 40-100 660 780 545 Drive 582 131 
250 4-25 787 559 599 24,3 580 40 
250 40-100 787 950 610 Drive- 730 160 
300 4-25 838 696 752 24,3 706 48 
300 40-100 838 932 782 Drive  1259 335 
400 4-25 991 960 954 Drive  1195 214 
400 40-100 991 1135 970 Drive  1908 380 
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TECgate - D 

 

Design variants 
Actuation:    - Manual actuation via installed fittings  

 - With welding socket pieces 
 
Other material variants are possible 

 
 
 

Rotary slide valve with metallic sealing, without oil filling 

DN 50 PN 4 - 100 
 
 

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
         
      
        
 
 
  
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Design features 
- Fully welded housing 
- Metallic sealing 
- Open for flow on both sides  
- Housing interior without oil filling 
- Tightly sealing  
- No frictional wear during moving 
 
 
 

 Material 

1. Housing P235GH 

2. Spindle X20Cr13 

3. Valve seat P235GH hardened 

4. Slider plate P235GH hardened 

5. Connection parts P235GH 

 

Technical data 
Nominal diameter: DN 25 / 50 
Pressure ratings: PN 4 - 100 
Temperatures : -10 to +70 °C 

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Pipe connection piece shape 
 - Pipe cover 
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TECgate - D 

 Dimension sheet: 
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TECgate - ABL 

 

Design variants 
Actuation:    - Manual actuation (via installed fittings, gears) 
  - With attachment flange as per DIN ISO5211 
     for  

• Electric drive 

• Pneumatic drive 
 
 
Other material variants are possible 

 
         
       

 

Shut-off and control slide valve with metallic sealing and blow-off valves 
DN 50 to 400 PN 4 to 100 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
         
      
        
 
 
  
 
      
 
 
 
 
 
 
 

 
 
 
 

Design features 
- Fully welded 
- Housing interior without oil filling 
- Shut-off or control slide valve with 

one or two blow-off valves TECgate-
D 

 
 

 Materials 

1. Shut-off and control valve P235GH 

2. Blow-off valve P235GH 

 

Technical data 
Nominal diameter: DN 50 to 400 

 (DN500 and DN600 upon request) 
Pressure ratings: PN 4 to 100 

Temperatures: -10 C° to +70 °C 

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Pipe connection piece shape 
 - Pipe cover 
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TECgate - ASG 

 

Design variants 
Actuation:    - Manual actuation (via EBG, drive, upon 

customers request) 
  - With attachment flange as per DIN ISO5211 
     for  

• Electric drive 

• Pneumatic drive 
- With flanges or welding socket pieces 
-  With PE welding socket pieces 
-  Dirt protection 
-  Isolation respectively ground protection plate 
-  Complete PUR-coating for Installation under ground 
 
Other material variants are possible 

 
 

         
        

 

 Branch or slider valve groups 
 DN 50 to 400 PN 4 to 100 

 
 
 
 
 
 

Design features 
- Complete manufacturing upon 

customers requests 
- Consists of pure metallic sealed shut-

off slide valves TECgate 
 
 
 
 

 

Technical data 
Nominal diameter: DN 50 to 400 

 (DN500 and DN600 upon request) 
Pressure ratings: PN 4 to 100 

Temperatures: -10 C° to +70 °C 

Tests 
100% testing of the valve, documented with serial 
number and test certificate as per EN 10204 
 
Your order should contain the following information:  
 - Nominal diameter 
 - Nominal pressure 
 - Temperature 
 - Medium 
 - Pipe connection piece shape 
 - Pipe cover 
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TECgate - Description 
  

General 
 
Valves in gas distribution systems are important stop and regulate systems with high 
requirements concerning safe working and reliability. 
 
The wide transport- and delivery networks are managed with use of one-plate-sliders with 
coplanar locking plates, which are full-welded. 
 
The elementary construction of the slider is simple: 
The main slider case parts are a welded construction, case base and top, which are 
welded with the main case, welding connections for pipelines, “standing” interior 
acceptation spindles and corrosion protection for subsurface installation. 
The closing part of the slider is a coplanar, persistent slider plate. The acceptation spindle 
is controlling the plate. The opening position is reached, when the drilling has the same 
direction as the pipe axis. 
The sealing systems are usually made of elastomeric rings (also used as connection 
rings) or metallic sealing rings. 
The slider case is normally equipped with oil filling, if metallic rings are used. 
 
 
 
 
Non-oil-filled gas gate valves TECgate of TEC artec  
 
The gas gate valve TECgate do not need an oil filling  in a pure metallic sealing system 
to provide a long-lasting, secure lock up function. 
 
This product solves with brand-new, innovative equipment all important sealing 
requirements to pipe clean products, like domestic gas, biogas etc. 
 
The advantages of the crack-free, metallic sealing are visibly for every user, without any 
of the disadvantages of an oil filling.  
Because of that the unavoidable, slow and sneaky contamination in the pipelines is 
impossible. But there are other reasons, like piping both, oil and gas through the pipeline. 
This technique causes oil pollution because of penetrating oil and other reasons: 

� Oil is remaining at the sealing rings with every use of the slider plate, 
� Oil leakage into the pipelines in the case of a pressure loss in the pipes (pressure 

variation because of high gas reduction) 
 
The demounting of a slider is not ever controllable, so an environmental contamination is 
possible. 
An expensive disposal of used oil is not necessary and the slider is way much lighter.
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Referring to metallic sealing the functional surface of the slider is in opening and closing 
position and as far as possible protected from dirt and pollution while operating. The 
sealing surfaces keep undamaged and the slider can refer to his sealing function in a 
safety way.  
By moving the slider into the closing or opening position the slider plate glides into the 
working position with permanent contact to the sealing elements. 
 
 

Spring elements clamping the sealing rings to both 
sides, so that they where pressed with constant 
power towards the surface of the slider plate. The 
compressive strength of the slider is warranted 
from both pipeline directions.  
In closing position the elastic force and additional 
the force as a result of the compressive of the 
product, as sealing force onto the secondary side of 
the slider is working.  
The slide is absolutely gas tight to both sides 
(leakage rate A). 
The sealing surfaces of the slider plate and the 
sealing rings are made of noncorrosive layers with 
high hardness and finish. 
With help of modern surface engineering, to 
example mechanical micro-lapping of plate 
surfaces and sealing ring borders the excellent 
results of the slider functions are guaranteed. 

Picture 1: TECgate, basic construction 
 
 
All advantages of the metallic sealing are given without the disadvantages of a system 
with oil filling. 
 


